








The GEDA 1500 Z/ZP has two separate control systems and can be used either 
as a material hoist only or as a transport platform for passengers and materials. 
The transport platform control with a speed of 12 m/min is activated for 
transporting passengers and materials. For transporting construction materials 
only, the device is switched to the material hoist mode with a lifting speed of 24 
m/ min. 
One device, numerous possibilities: the double-mast GEDA 1500 Z/ZP transport 
platform ideally adapts to virtually any conditions on site thanks to the
convenient modular system with 14 di�erent platform versions and di�erent 
load capacities. The large loading platform variants of the GEDA 1500 Z/ZP o�er 
plenty of space - even for transporting particularly heavy and bulky materials. 
Despite high load capacities of up to 2000 kg, the proven double mast system 
ensures a stable and smooth travelling motion. 

200kg / 7 Persons

100m

12/24 m / min

2 x 3.0/6.1 kW/
400 V/50 Hz32 A 
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GEDA 1500 Z/ZP platform B
1 loading door / 1 unloading ramp

GEDA 1500 Z/ZP platform BS
1 loading door / 1 unloading ramp

GEDA 1500 Z/ZP platform BLL
1 loading door / 1 unloading ramp

GEDA 1500 Z/ZP platform BL
1 loading door / 1 unloading ramp

GEDA 1500 Z/ZP platform E
2 loading door / 2 unloading ramp

GEDA 1500 Z/ZP platform H      
2 loading door / 2 unloading ramp
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Facades and
High Rise Buildings

Cradle access can be quickly and
e�ciently installed and moved from
position to position in a matter of 
hours.

Ties to the structure are not 
required so integral systems can be 
installed e�ectively without any 
remedial work
when the cradle is removed.

Two tier systems are frequently 
provided giving access to di�erent 
levels at the same time.

Independent mono-rail 
systems

Using independent mono–rail 
systems in conjunction with cradles 
means large, heavy panels can be 
installed.

Bespoke guidance and protective 
systems can be used to stabilise and 
control the panels into position, even 
in adverse weather conditions.

Industrial

Specialised mobile systems can be
developed giving access to many
Industrial structures, vessels and pipe
racks to carry out inspections and
remedial work.

The modular nature of the system 
allows it to be easily transported 
through small hatches and narrow 
passage ways.
Access can be provided quickly and
e�ciently to both the inside and outside 
of chimneys, storage tanks and many 
other structures.

Suspended access has been successfully 
used in wind turbine maintenance, the
petro-chemical and gas industries, on
nuclear sites and oil rig installations.

Maritime

Suspended Access Systems have 
been successfully used in the holds of 
ships, with modular design allowing 
the equipment to be quickly and 
easily transferred from hold to hold.

We have carried out projects where
cradles have been pre installed to the
sides of a ships hull from the dock 
side prior to the ship entering dry 
dock, enabling work to commence 
immediately once the ship has 
entered dry dock

CRADLE ACCESS
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Bridges

Mobile gantry systems can be 
developed to give quick, e�cient and 
stable access to the underside of 
bridges and columns
for inspection and repair.

The modular nature of equipment 
allows extra wide platforms to be 
constructed.

Full engineering and process
management is available to support 
all our projects.

Specialised Systems

Specialised Systems can be designed,
manufactured and installed to suit many
requirements typically to areas of
restricted access, unusually shaped
chimneys, shafts and the inside of vessels.

Full engineering and process
management is available to support all
projects.
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Suspended Cradle Load Capacity

Working platform length (m) Rated Load Note

2m 280kg - 450kg Single / Three Phase

3m 420kg - 450kg Single / Three Phase

4m 450kg - 700kg Single / Three Phase

5m 450kg - 700kg Single / Three Phase

6m 450kg - 840kg Single / Three Phase

7m 450kg - 980kg Single / Three Phase

8m 450kg - 970kg Single / Three Phase

9m 450kg - 940kg Single / Three Phase

10m 450kg - 900kg Single / Three Phase

12m 450kg - 450kg Single / Three Phase
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12.5m 350kg - 450kg Single / Three Phase

15m 350kg - 450kg Single / Three Phase

15.5m 300kg - 450kg Single / Three Phase

17.5m 300kg - 450kg Single / Three Phase



Minifor o�ers a compact, portable motorised solution for lifting, pulling and positioning 

•     Unlimited wire rope length and therefore unlimited lifting height

•      WLL from 110 kg to 1100 kg 

•      Compact, manageable and low self-weight. 

•      Unique lifting capacity/self-weight ratio. 

•      Handle for easy carrying

•      Power supply 115V and 230V Single or 400V 3 Phase 

•      Wire rope or kernmantle textile rope version. 

•      Quick and easy installation and includes a swivel eye hook 

•      In conformity with Machinery Directive 98/37 /EC and the European EN 292 standard. 

•      WLL increased by using optional sheaving kit 

•      Upper and lower limit switches 

•      Optional reelers 

•      Optional remote control with range up to 500 m 

•      IP55 protection         

Minifor TR series
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Refurbishment of 
Grade 2 Listed Building

www.monarchaccess.co.uk

Tel: 0331 630 6901
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